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DMC 100NS ARCHITECTURAL

Drexel Metal’s concealed fastened Snap Lock metal roof system. The 1" self locking Snap
Lock metal roof system in which the design of the panel eliminates the need for metal roof
clips. This profile uses a continuous snap lock seam and is for use over solid substrates only.
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Note:
1. This panel is available in 24 ga. steel.
2. This panel is installed over plywood substrates with a 3/12 roof
slope minimum.
3. This panel is tested in accordance with:
a. UL 580, UL 90 (see UL 90 listings for details) — Uplift Tests
b. UL 2218 - Hail rating for impact
c. Class A Fire rating
4. This panel has a current FBC # - FBC # 12174.1
5. This panel is approved for use in NON High Velocity Hurricane
Zones (HVHZ).
6. Install over an approved Drexel Metals, LLC underlayment.
7. Drexel Metals sells Energy Star listed Reflective Roof systems

which qualify for up to a $1,500 tax credit for consumers. Our
metal roofing products also contribute to multiple LEED credits.
For more information please contact your local DM-ARM member.
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Westside Roofing Shop Location
1305 Canoe Brook Drive 5125 Hudson Bend Road
Austin, TX 78746 Austin, TX 78734
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A

—

*(AJ

E
7/8"—=

1/32"

Powr H L

1/16""_"‘;



